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	Product  

Description
	Hexion 772-6736 is a pre-promoted thixotropic unsaturated polyester resin blend, for the fabrication of reinforced fiberglass products. 772-6736 exhibits special qualities sought after by laminators.  

The gel time of 772-6736 is affected by catalyst concentration and temperature. Catalyst selection, humidity, pigments, fillers, and other additives may cause variations in cure characteristics. For verification, it is recommended that the fabricator check the cure characteristics of a small quantity of resin under his operating conditions.




	Features and Benefits


	· Fast Wet Out

· Non-Draining 
· Fast Even Cure Rate


	Suggested Applications
	· Boats                  

· Hand Lay Up

· Spray Up
· Thin FRP Parts


	Typical 

Properties
	Liquid Properties (770F)

Description
	Typical Property

	
	Viscosity (cps) Brookfield (RVT#3, 50 rpm) 
	400 - 500

	
	Viscosity  Brookfield Thixotropic (RVT#3, 5 rpm)
	2.5 – 3.2

	
	Gel Time (min.) (1.25%, MEKP-925 @ 25C/77F)
	23.0 – 27.0

	
	Cure Time (min)
	35.0 – 55.0

	
	Peak Exotherm (0F)
	240 - 280

	
	Weight Per Gallon (pounds per gallon)
	8.9 – 9.1

	
	
	


	Typical 

Properties
	Mechanical Properties

(.125” casting, cured unfilled)

	
	Description
	Test Method
	Specification

	
	Flexural Strength (psi)
	ASTM D-790
	12,800

	
	Flexural Modulus (psi)
	ASTM D-790
	690,000

	
	Tensile Strength (psi)
	ASTM D-638
	7,800

	
	Tensile Modulus (psi)
	ASTM D-638
	600,000

	
	Tensile Elongation (%)
	ASTM D-638
	1.5

	
	Barcol Hardness (934.1)
	ASTM D-2583
	40-45

	
	Heat Deflection Temperature (F)
	ASTM D-648
	147


SAFETY & HANDLING

These products are capable of producing adverse health effects ranging from minor skin irritation to serious systemic effects. Exposure to these materials should be minimized and avoided, if feasible, through the observance of proper precautions, use of appropriate engineering controls and proper personal protective clothing and equipment, and adherence to proper handling procedures. None of these materials should be used, stored, or transported until the handling precautions and recommendations as stated in the Material Safety Data Sheet (MSDS) for these and all other products being used are understood by all persons who work with them. Questions and request for information on HEXION Specialty Chemicals (HEXION) products should be directed to your HEXION sales representative, or the nearest HEXION sales office. Information and MSDS’s on non-HEXION products should be obtained from the respective manufacturer.

WARRANTY DISCLAIMER

NOTHING CONTAINED HEREIN CONSTITUTES AN OFFER FOR THE SALE OF ANY PRODUCT.  ALL PRODUCTS SUPPLIED BY HEXION Specialty Chemicals (HEXION) ARE SUBJECT TO THE TERMS AND CONDITIONS OF THE APPLICABLE SALES CONTRACT AND NOTHING CONTAINED HEREIN SHALL AMEND OR MODIFY ANY SUCH CONTRACT.  SUBJECT TO THE FOREGOING, HEXION WARRANTS ONLY THAT ITS PRODUCTS WILL MEET SPECIFICATIONS SET FORTH IN THE APPLICABLE SALES CONTRACT.  HEXION MAKES NO OTHER WARRANTIES, EITHER EXPRESS OR IMPLIED, WITH RESPECT TO ITS PRODUCTS OR THE RESULTS TO BE OBTAINED FROM THE USE THEREOF, OR WITH RESPECT TO ANY INFORMATION PROVIDED BY HEXION, INCLUDING WITHOUT LIMITATION THAT ANY PRODUCT WILL BE MERCHANTABLE OR FIT FOR ANY PARTICULAR PURPOSE OR THAT THE USE OF ANY PRODUCT OR INFORMATION PROVIDED BY HEXION WILL NOT INFRINGE ANY PATENT OR OTHER INTELLECTUAL PROPERTY RIGHTS. ALL SUCH WARRANTIES ARE HEREBY DISCLAIMED AND EXCLUDED. 
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